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The list below is to keep userôs safety and prevent any loss. Please read safety 

precautions carefully before use.

Do not install the device in a 

place subject to direct sun 

light, humidity, dust or soot.

Do not place a magnet 

near the product. 

Do not place the device next 

to heating equipments.

Be careful not to let liquid like 

water, drinks or chemicals 

leak inside the device.

Clean the device often to 

remove dust on it.

In cleaning, do not splash 

water on the device but wipe it 

out with smooth cloth or towel. 

Safety precautions

It may cause a damage or 
a failure to the product.

It may cause a failure.
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Do not drop the device. 

Do not damage the device.

Do not disassemble, repair or 

alter the device.

Do not let children touch the 

device without supervision.

Do not use the device for 

any other purpose than 

specified.

Contact your nearest dealer in 

case of a trouble or problem. 

The warranty does net apply to any 
product damage cause by an 
arbitrary installation or repair.

Safety precautions

The list above is to keep userôs safety and prevent any loss. Please read safety 

precautions carefully before use.
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Xpass Slim Bracket

Wall mounting screws

(2 ea)

Knife Blocks

(2 ea)

Shrinkable Tubes Software CD

The components shown above may differ depending on the installation environment.

Product components

Basic components

Diode

(1 ea)
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Secure I/O

Optional accessories

Plastic stand

Extended Bracket Adaptor 
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Names of each parts
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LED status
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Initialization of network setting

When you install the Xpass Slim or forget the network settingôs value of Xpass Slim in use, can initial the 

network settingôs value (TCP/IP address, RS-485 setting) in the switch of Xpass Slimôs back side as 

follows;
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(unit : mm)

Product Dimension

< Extended bracket >< Front View > < Bracket >< Side View >


